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The electric contacts type “A” assure, when cou-
pled to the flowmeters type KD-KD/Z, SW, LB, 
intervention points adjustable on the whole in-
strument scale. The feeders are assembled in a 
wheaterproof case with IP65 electric protection.

Electric contacts type A
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Flowmeters

TYPE SENSORS ELECTRIC CONTACTS CONTACTS 
ELECTRIC VALUES

AVAILABLE
FOR

A 30 S n° 1 Inductive proximity transducer n° 1 SPDT 250V 5A 50HZ “KD-KD/Z, SW”
A 30 D n° 2 Inductive proximity transducers n° 2 SPDT 250V 5A 50HZ “KD-KD/Z, SW”
A 30 S BIS n° 1 Inductive proximity transducer n° 1 SPDT with double stable contact 250V 5A 50HZ “KD-KD/Z, SW”
A 30 SN n° 1 Inductive proximity transducer NAMUR n° 1 SPDT 250V 5A 50HZ “KD-KD/Z, SW”
A 30 SN BIS n° 1 Inductive proximity transducer NAMUR n° 1 SPDT with double stable contact 250V 5A 50HZ “KD-KD/Z, SW”
A 30 AF n° 1 Photocell with infra-red barrier n° 1 SPDT with programmable time 250V 5A 50HZ “KD-KD/Z, SW, LB”
Power: 110V/220V ± 5% 50 Hz
Electric case: 127x87x56 mm
Cable connectors: PG7”


